
Out with the old? 
Not with Invigorate Topical.

Penetrates 
4x deeper 

than typical 
topical.

Reverses 
effects of aging 

at molecular 
level.

Combats 
formation of 
cracking into 

the future.

Allows 
roads to 

reopen within  
one hour.

Leaves  
no impact  
on road 

markings.

Give old roads  
new life in no time.
This waterborne, spray-applied version of our 
asphalt modifier is engineered for maximum 
penetration of the pavement and aggressive 
rejuvenation of the binder, extending service  
life with minimal traffic disruption.
Invigorate® Topical uses soybean oil-derived science to reverse 
oxidative embrittlement at a molecular level. Unlike a sealcoat or 
traditional topical, this treatment is formulated with particles that take 
an active role in the absorption process and travel throughout the 
pavement’s pore structure. That means the de-aging of the asphalt  
can happen quickly and comprehensively.



Beneath the surface:
Invigorate Topical’s unprecedented depth of penetration is made possible by the 
unprecedented size of its particles. These micron-sized particles are small enough  
to navigate the pavement’s pore structure, unlike other maintenance treatments.
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STEP 1

When Invigorate Topical is 
applied to the pavement, the 
micron-sized particles within 
the treatment activate to drive 
the absorption process.

STEP 2

The micron-sized particles 
readily travel through the 
skeleton of the surface  
course, and into the pore 
structure of the pavement.

STEP 3

The micron-sized particles  
are engineered to seek out 
damaged sites on asphalt 
molecules. Once attached,  
the two create a reaction  
that reverses the effects  
of aging and oxidation. 

Invigorate in action.
The data in these charts, collected by a local DOT from a demonstration project  
in Minnesota, illustrate Invigorate Topical’s ability to reduce a pavement’s creep  
stiffness and susceptibility to cracking while improving skid resistance.
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